OC@EOUTH ROCKET LAUNCHER INSTRUCTIONS

COMPONENTS (INCLUDED IN BOX)

Port Uprights Starboard Uprights
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Polished bright
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finish 25mm S .
Aluminium tube.
Y
Upright Crossbar Upright Crossbar Rod Holders X 6
d Large Section X 2 Small Section X 2
Back Front Back 100mm 80mm
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Straight Selections X 2 S/S Screws Tube Connectors Universal Bases
1650mm Self Tap X 20 X4 X4

N.B. Base mounting screws not supplied - Use screw to suit thickness & material of mounting position.

ASSEMBLY INSTRUCTIONS

STEP 1.
ASSEMBLING THE UPRIGHTS

Drill and fasten
(approximately 10mm
from edges as shown)

Assemble

STEP 2.
FITTING THE UPRIGHTS TO THE DECK

Wit Measure required

width between uprights

1. Choose where 2. Drill to deck 3. Fasten
Rocket Launcher base (Mounﬁng screw
will be positioned. not supplied)

Remove screw and mark.

STEP 3.
ASSEMBLING THE TOP FRAME

Saw at
desired width

Use
Countersunk
screws

Cut the straight selections to
your measured width

Slide rod holders onto
straight sections.

Drill and fasten rod holders
to straight sections

STEP 4.
FITTING THE TOP FRAME TO THE UPRIGHTS

Tube Connectors
Drill and Fasten

Connect top frame to uprights % i
using tube connectors

STEP 5.
SECURE THE UPRIGHTS ONTO THE UNIVERSAL BASES.

Drill and Fasten
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